
 

 
 

 

SureSine Model Number Guide 
 

Here’s what the different letters and numbers represent in our SureSine Model Number, using 

an example of a SureSine inverter rated for 150W and 12 volt batteries with 120 volt AC 

output at 60 Hertz with a Type B AC output receptacle. 

 

      SI-150-12-120-60-B 

 

 

 
 

 

 

 

 

 

 

 

 

Use the guide to choose your SureSine model number  

from the list that appears in the table on the following page. 
 

 

 

 

 

 

 

 

 

 

SureSine 

Abbreviation (SI) 

Continuous power 

in Watts 

(150, 300, 700, 

1000, 1250 or 2500W) 

Nominal 

battery voltage 

(12, 24, or 48V) 

AC Output Voltage 

(120, 127, 220, or 230V) 

AC Output 

Frequency 

(50 or 60 Hertz) 

AC Output Receptacle 

 

 

 

Type B = B 

 

 

 

Universal = UNI 

 

 

 

Hardwire = HW 



 

 

 

 

 

Use this guide to choose your  

SureSine model number from the list below. 
 

SI-150-12-120-60-B SI-300-12-120-60-B SI-700-12-120-60-B SI-1250-24-120-60-HW 

SI-150-12-120-60-HW SI-300-12-120-60-HW SI-700-12-120-60-HW SI-1250-24-230-50-HW 

SI-150-12-127-60-HW SI-300-12-127-60-HW SI-700-12-230-50-HW SI-1250-48-120-60-HW 

SI-150-12-127-60-UNI SI-300-12-127-60-UNI SI-700-12-230-50-UNI SI-1250-48-127-60-HW 

SI-150-12-220-60-HW SI-300-12-220-60-HW SI-700-24-120-60-B SI-1250-48-220-60-HW 

SI-150-12-220-60-UNI SI-300-12-220-60-UNI SI-700-24-120-60-HW SI-1250-48-230-50-HW 

SI-150-12-230-50-HW SI-300-12-230-50-HW SI-700-24-230-50-HW SI-2500-48-120-60-HW 

SI-150-12-230-50-UNI SI-300-12-230-50-UNI SI-700-24-230-50-UNI SI-2500-48-127-60-HW 

SI-150-24-120-60-B SI-300-24-120-60-B SI-700-48-120-60-B SI-2500-48-220-60-HW 

SI-150-24-120-60-HW SI-300-24-120-60-HW SI-700-48-120-60-HW SI-2500-48-230-50-HW 

SI-150-24-127-60-HW SI-300-24-127-60-HW SI-700-48-127-60-HW  

SI-150-24-127-60-UNI SI-300-24-127-60-UNI SI-700-48-220-60-HW  

SI-150-24-220-60-HW SI-300-24-220-60-HW SI-700-48-230-50-HW  

SI-150-24-220-60-UNI SI-300-24-220-60-UNI SI-700-48-230-50-UNI  

SI-150-24-230-50-HW SI-300-24-230-50-HW SI-1000-24-120-60-HW  

SI-150-24-230-50-UNI SI-300-24-230-50-UNI SI-1000-24-230-50-HW  

SI-150-48-120-60-B SI-300-48-120-60-B SI-1000-48-120-60-HW  

SI-150-48-120-60-HW SI-300-48-120-60-HW SI-1000-48-127-60-HW  

SI-150-48-127-60-HW SI-300-48-127-60-HW SI-1000-48-220-60-HW  

SI-150-48-127-60-UNI SI-300-48-127-60-UNI SI-1000-48-230-50-HW  

SI-150-48-220-60-HW SI-300-48-220-60-HW   

SI-150-48-220-60-UNI SI-300-48-220-60-UNI   

SI-150-48-230-50-HW SI-300-48-230-50-HW   

SI-150-48-230-50-UNI SI-300-48-230-50-UNI                                                 
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